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Model
NEX CG |

X-ray tube
50 W Pd-anode
Excitation

Indirect with polarization
EDXRF

Detector
Large-area SDD

Autosampler
15-position
Sample type
Powder

Analysis Time
600 — 500 sec, variable
depending on formulation

Atmosphere
Helium

Sample Preparation
Centrifugal Mill and
Manual Compaction Press

Animal Feed Analysis

EDXRF APPLICATION NOTE #3198

SCOPE

This application note demonstrates the analysis of premixes, finished feeds, salt lick,
and heavy metal screening using energy dispersive X-ray fluorescence (EDXRF). The
NEX CG Il EDXRF analyzer, an indirect excitation system, and Fundamental Parameters
software were used for the measurements. Demonstrated are sheep, dairy, and beef
cattle finished feeds. This methodology is also suitable for pigs, chickens, ducks, and
other fowl and livestock.

BACKGROUND

The production and use of animal feeds is a global industry estimated in the
hundreds of billions of dollars. Monitoring feeds and premixes is critical to ensure
proper nutrient balance for the animal lifecycle, but also to ensure toxic metal
constituents are below maximum concentration levels allowed by local regulations.
While NIRS (near-infrared spectroscopy) is a widely accepted technique for
measuring protein, amino acids, fat, oil, moisture, and fiber, it does not provide a
complete solution.

EDXRF is a simple, non-contact, non-destructive analysis technique that is ideal for
measuring elemental concentration. EDXRF spectroscopy can be used for qualitative
screening or feed characterization by elemental quantification. The method is useful
in quantifying the elements that occur in premixes and finished feed formulations.
Capable of measuring elements from sodium through uranium, EDXRF can measure
both the elemental composition of the formulations and simultaneously screen

for the presence of toxic metals such as chromium, lead, arsenic, and cadmium.

The Rigaku NEX CG Il analyzer meets this challenge by using secondary targets and
polarization to remove background, thus allowing for the measurement of major,
minor, and trace elements in complex feed applications.
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SAMPLE PREPARATION

Homogeneity is key for accurate batch characterization. To ensure representative sampling, a master sample is first homogenized
before a portion is taken for XRF and reference analysis. For XRF analysis, a portion is ground into powder, approximately 0.2 —

0.5 mm particle size, using a centrifugal mill. For the data presented here, a 0.2 mm screen was used. After milling, 4.0 g of the
powder is placed in a 32 mm sample cup and gently compressed to 250 inch-pounds torque using the Manual Compaction
Press. The final sample is considered loose, compressed powder.

RIGAKU RPF-SQX FUNDAMENTAL PARAMETERS (FP)

Rigaku RPF-SQX FP software estimates elemental concentration based on XRF theory called Fundamental Parameters (FP) without
the need for any known standards. Rigaku Profile Fitting (RPF) automatically deconvolutes spectral peaks and models the sample
matrix using fundamental XRF. Standardless semi-quantitative results are often used for screening, comparative measurements,
failure analysis, and investigations of new formulations in R&D.

RIGAKU USER-DEFINED MATCHING LIBRARY

The user can easily tune the results using Matching Libraries by measuring one or more samples of the actual material with
known elemental assay values from a referee technique such as ICP. In this way, the XRF is tuned to the actual products and
ICP referee numbers, allowing Rigaku RPF-SQX FP to reliably model variations in base materials, whether inorganic premixes or
organic base finished feeds, to ensure optimum accuracy and high-quality data.

The use of Matching Libraries is demonstrated here for the nutrient label claims. A single multi-point Matching Library was used
for the premix sample. The Matching Libraries for finished feeds were made in three families: one Matching Library for sheep,
another for dairy cattle, and a third for beef cattle. Semi-quant standardless analysis was used to measure the other elements
present for informational purposes.
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Example: Matching Libraries for Mn in premixes and P in finished feeds
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TOLERANCE

Due to the heterogeneous nature of the material and errors associated with ICP analysis, an accuracy tolerance of +/-10% is acceptable
in the industry.
(Result - ICP)

Tolerance =100
ICcP

RESULTS - PREMIXES

Premixes are inorganic mixtures of various raw materials. The premixes were measured using the FP Powder template with the
unmeasurable balance component set to oxygen.

Unknown Premix A

Using Matching Library for Label Claim

Element Units ICP Result Tolerance LLD LLQ
Na % 14 15.2 +8.65 0.27 0.81
p % 8.8 89 +1.1% 0.004 0013
Ca % 16 15.7 -1.9% 0.003 0.009
Mn mg/kg == 2275 3 10
Co mg/kg - 44 4 12
Cu mg/kg 2797 2561 -8.4% 2 7
n mg/kg 3995 4358 +9.1% 2 6
Se mg/kg 34 34 0% 0.2 0.6

Unknown Premix A
Informational Semi-quant

Element Units Result LLD LLQ
Fe mg/kg 2124 8 25
Br mag/kg 24 0.2 0.7
| mg/kg 269 6 18
S % 0478 0.0026 0.0079
a % 188 0.0013 0.0040

Unknown Premix B

Using Matching Library for Label Claim

Element Units ICP Result Tolerance LLD LLQ
Na % 15 13.7 -8.7% 032 097
Mg % 74 732 -1.1% 0016 0.049
Ca % 11 114 +3.6% 0.0023 0.0068
Mn mg/kg 13748 13034 -5.2% 3 10
Co mg/kg 72 79 +9.7% 5 16
Cu mg/kg 3002 3130 +4.3% 2 7
n mg/kg 14080 13954 -0.9% 2 6
Se mg/kg 56 54 -3.6% 0.2 0.6
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Element Units Result LLD LLQ
Fe mg/kg 5809 15 45
Br mag/kg 29 0.2 0.7
| mg/kg 418 6 19
S % 114 0.0001 0.0003
@ % 0113 0.0003 0.0009

RESULTS - FINISHED FEEDS

EDXRF APPLICATION NOTE #3198

Rigaku Scattering FP was used to analyze the finished feeds. Scattering FP estimates the percentage of the sample made of
unmeasurable organic components and is ideal for measuring finished feeds with various grain and silage bases.

Using Matching Library for Label Claim

Element Units ICP Result Tolerance LLD LLQ
Na % 04 043 +7.5% 0.028 0.085
p % 0.6 0.57 -5.0% 0.0002 0.0005
Ca % 0.7 0.74 +5.7% 0.0007 0.0021

Mn ma/kg 31 28 97% 08 23

Cu mg/kg <3 <04 04 1.3

Zn ma/kg 58 54 6.7% 02 06

Informational Semi-quant
Element Units Result LLD LLQ
Fe mag/kg 63 <1 2
Br mag/kg 6 <1 <1
Si % 0.218 0.0006 0.0018
S % 0431 0.0001 0.0003
cl % 0.871 <0.0001 0.0001
Using Matching Library for Label Claim
Element Units ICP Result Tolerance LLD LLQ
Na % 0.6 0.56 -6.7% 0.037 0111
Mg % 0.9 0.89 -1.1% 0.008 0.0024
Mn mg/kg 66 67 +1.5% 0.8 23
Cu mg/kg 53 49 -7.5% 03 1.0
n mg/kg 81 85 +4.9% 03 0.8
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Informational Semi-quant
Element Units Result LLD LLQ
Fe mg/kg 658 <1 2
Br mag/kg 6 <1 <1
Si % 0.122 0.0005 0.0016
% 0491 0.0002 0.0005
% 0.375 0.0001 0.0003
cl % 0.771 <0.0001 0.0001
Ca % 0.931 0.0008 0.0023
Beef Cattle
Using Matching Library for Label Claim
Element Units ICP Result Tolerance LLD LLQ
Na % 04 0.38 -5.0% 0.088 0.247
Mg % 03 0.32 +6.7% 0.005 0.0016
p % 0.5 0.51 +2.0% 0.0002 0.0005
Ca % 0.7 0.75 +7.1% 0.0007 0.0020
Mn mg/kg 105 108 +2.9% 0.7 22

Informational Semi-quant
Element Units Result LLD LLQ
Fe mg/kg 379 <1 2
Zn mag/kg 114 04 1.2
Br mg/kg 6 <1 <1
Si % 0.115 0.0006 0.0017
S % 0318 0.0001 0.0003
cl % 0.881 <0.0001 0.0001
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RESULTS - SALT LICK CONCLUSION

A typical salt lick was analyzed using standardless semi-quant FP for informational The Rigaku NEX CG Il using
purposes. If desired, a salt lick sample can be assayed by ICP, and a Matching Library can the RPF-SOX Fundamental
be made for optimum accuracy. Parameters method yields

excellent performance for the

Salt Lick . elemental analysis of various
Informational Semi-quant ] )
premixes, finished feeds, and

Element Units Result LLD LLQ .
. " 145 0073 022 animal feed products. The
e % 0387 0.0061 00183 use of RPF-SQX Fundamental
% 00718 00028 00084 Parameters eliminates the need
% 0330 00017 Loy for calibration standards. If
al % 175 00008 0.0024 . P
o, % 63 00047 00140 desired, FP quantification can
Mn mo/kg 3214 34 10 be optimized with Matching
Fe mg/kg 4553 9.8 30 Libraries based on one or
co mg/kg /2 0 21 more assayed samples of the
Cu mg/kg 214 29 8.7 icul ial Th
o naka 3306 18 s particular material type. These
5= mg/kg 24 03 09 features make the NEX CG ||
Br mg/kg 33 03 09 an ideal EDXRF tool for the
o mo/kg 1o 03 10 elemental identification and
I mg/kg 177 6.4 19 L .
characterization of premixes
and animal feeds throughout
HEAVY METAL SCREENING . . J
the animal feed industry to
Standardless semi-quant FP is suitable for screening heavy metal content. No heavy ensure proper nutrient balance
metals were detected in the premixes and finished feeds. Typical detection limits are and to screen for the presence
shown here for the measurement of cellulose powder. of toxic heavy elements.

Heavy Metal Screening

Cellulose
Element LLD (mg/kg) Measurement Time
Pb 04
Hg 0.5
300 sec
As 0.2
Cr 03
Cd 0.6 300 sec
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