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Th|nk Differently. Feel Better.



Now available! - ™
Variable speed (VS) model ’I‘ 3y, ol
so you can set aliquoting T = . [ o
I . . . *
speed and volume aliquoting pipet controller ;

ali-Q 2 VS on YouTube

2-in-1 Regular and Repeating Pipet Controller

Faster and Easier Aliquoting. No need to watch the lines. More accurate and repeatable than by eye.
- Push one button to aliquot / multidispense with unmatched repeatability.
- Compatible with all brands and sizes of serological pipets; optimal performance when using Wobble-not™ pipets.
- Innovative system with computer controlled sensors and valves for maximum accuracy and precision.®

*get 2% accuracy and 2% CV at 0.5mL when using Wobble-not™ serological pipets

ali-Q 2 Series Additional Features:

- Now available in Variable Speed (VS) model to accomodate your multidispensing needs. '

i - —
- In-lab calibration software on-board | ”P-‘ ‘
R l‘

- Removable kickstand

- Lighter weight ali-Q 2 LS (Low speed):
- aliquoting speed ~50% slower than ali-Q 2
- white numbers on dial

ali-Q2
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R ‘ ali-Q 2 VS (Variable speed):
\\\Q - aliquoting speed adjustable with dial on top
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ali-Q 2 series
Next generation of ali-Q

Description Product # Volume Range

ali-Q2 2100-0005 | 05-50mL

Removable kickstand ali-Q2LS | 2100-0003 03-30mL
ali-Q2VS | 2100-1005 0.5-50mL

-1 visit www.vistalab.com/ali-g-pipet-controller for additional product information




Pipetting is AASTER with ali-Q?2 o yarishle

models only

The ONLY way to perform

Repeat Pipetting
using Serological Pipets!
set aliquot
Repeat pipetting/multidispensing speed
with less fatigue

Highly accurate and precise aliquots

with one touch
on all models

Now available with Variable
aliquoting speed (VS model)

dispense

I e

Use serological pipets but no need
to watch the lines

i

set aliquot
volume

T

not!
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Plus aspirate and dispense
as you’re used to

B Wobble-
iy R

press aliquot
button to

ali-Q is in a class by itself!

Repeat pipetting using serological pipets

dispense
each aliquot

plus conventional pipetter in one unit

set aliquot
volume
on dial

neva Road Brewster, New York 10509 (914) 244-6226 www.vistalab.com
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Low Insertion Force Serological Pipet

U.S. Pat. 9,566,579

Request a free
sample pack

N7
N7

Do any of your other
serological pipets
look like this?
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LOSE THE WOBBLE @T\Wﬁﬁjﬂﬁm

‘ SHie-nott 2-tier step design
LOSE ugi\ﬁob """ » =2 zones of contact in your pipet controller
THE )) M ,,}mnh/“ st = Less force to insert B
I = Less “Wobble" = Max stability
DRIP = Better seal = Less dripping = Better accuracy
o e [= [ fo N | [ (& <IWobble- notD
lu|||mlmlllullwlluuluu]ml . P
““““““““ =<IWobble-not>'
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Paper/Plastic indiv. wrapped Standard Length Features of all Wobble-nots pipets
vl broduct & —— - Sterile - RNase/DNase free
ome 1OGHE sub-pack A percase - Non-pyrogenic
5 mL 4090-0005 50 200 . Eilltter r‘rlwade of pquous polypropylene
. ra-clear markings
10 mL 4090-0010 50 200 - Accuracy * 2% at full volume
25 mL 4090-0025 25 200
50 mL 4090-0050 o5 100 Bulk packaged Standard Length
L Volume Product # Sjg paef:k qty per case
Paper/Plastic indiv. wrapped Shorty Length P
| d r— 5mL 4290-0005 25 500
volume Product®  Ubpack Oty percase 10mL | 4290-0010 25 400
‘ 10 mL 5090-0010 25 200 25mL 4290-0025 10 150
‘ 25 mL 5090-0025 25 100 50 mL 4290-0050 10 100

visit www.vistalab.com/wobble-not for additional product information




Standard Pipet

<IWobble-not="

If you don’t use
enough insertion
force, the pipet is
loosely held and
is wobbly.

Wobbly

You must use
higher insertion
force to get less
wobble and a
more stable pipet.

stably.

More stable

With low insertion
force, a Wobble-not
pipet is held very

Max stability

All controllers have
the same design for
the nozzle insert to
hold onto any pipet.
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Why it works

Standard Serological
Pipet

=IWobble-not=" §

One zone of contact
~ High insertion force
Low stability

Two zones of contact
” Low insertion force
Secure, rigid hold

Less Drip!

2 Geneva Road

Brewster, New York 10509

(914) 244-6226

wobble; wob:-ble (wsb’sl); noun.
A movement or rotation with an
uneven or rocking motion or an
unsteady motion from side to side.

Low Insertion Force

More Stability

Less wrist strain

Less Dripping Less pain

www.vistalab.com
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The Better Way To Pipette

Superior accuracy and precision
Unmatched patented ergonomic design
Two year warranty

Mechanically operated Pipettes Electronically operated Pipettes
- Low-force plunger -Ask about multipipette sets and -Custom volume pre-sets -Multi-dispensing
- Built-in microtube cap opener fixed custom volumes -Power supply included -Mixing
-Serial Diluting
M Mechanical Volume Adjustable E SC Electronic Single Channel
-Mechanical 2-stroke (overblow) _ - Built-in cap opener
Product# VolumeRange Color .“Click stop” volume adjustment Product# VolumeRange Color
1070-0002 | 0.2 -2 uL @ | Built-in cap opener 1065-0020 | 0.5-20 uL ==
- Fully autoclavable
1070-0010 | 1-10 uL [ ] A0 1065-0125 | 2-125ul [ ) .
1070-0020 | 2-20 uL 1065-0250 | 5-250 uL [ ] i
>
1070-0100 | 10-100 uL [ ) 1065-1250 | 25-1250 pL [ ) =y
1070-0200 | 20 - 200 uL [ ) ) )
- E8  Electronic Multichannel
1070-1000 | 100 - 1000 pL [ ) E12
8-channel 12-channel VD Color
QS Quick Set Digital Volume Adjustable Product # Product #
R ISR i - Mechanical 2-stroke (overblow) 1160-0020 | 1060-0020 | 0.5-20 uL T
- Keypad volume adjustment v
1057-0002 | 02 -2 ul @ | Customvolume pre-sets 1160-0125 | 1060-0125 | 2-125uL [ ) pr—
-Replaceable CR2 battery '
1057-0010 | 1-10 ul @ | -Built-in cap opener T 160-0250 | 1060-0250 | 5-250 L “
1057-0020 | 2-20 ul_ @ 1160-1250 n/a 25 -1250puL [ ) J .’.
1057-0100 | 10100 L. ) . n/a 1060-0850 | 25 - 850 uL ([ ]
1057-0200 | 20 - 200 pl
- o ’ MaCFO]SO Macro Volume
1057-1000 | 100 - 1000 L. () () acro ) )
product# Vol R Col - Use VistalLab Macro Tips
rocuc olumeRange olor or any Serological Pipet
1065-05mL | 100 pL-5mL ([ ] s .
Ovation Demo Program 1065-10mL | 200 ul-10 mL [ ]

Ask aboutour  [u]
No Obligation 3

=] - Audible “click” tip attachment to ensure consistent loading /ﬁ.

. - Easy spring-loaded “flick” tip ejection for low thumb force -
2 week trial - Self-standing (attached tips remain elevated)

orgoto .]_-i::: - Color coded by volume

www.vistalab.com/request-a-demo -Nozzles containing replaceable filter for contamination protection

visit www.vistalab.com/ovation for additional product inf




Are you pipetting like this? When you should be pipetting like this?

1. Elevated shoulder and upper arm
2. High thumb forces i
3.Tight hand grip -

N
1. Relaxed shoulders
and upper arms

4. Supinated forearm,
ulnar deviation and "
flexion inwrist & )

2.Low arm and

elbow height
g ~ e 3 Low thumb forces

5. Elevated arms 5. Neutral forearm, \\\\\\’ 4. Relaxed hand grip
and elbows o natural wrist 2N )

= ‘ ‘k rotation K \

&) > = &> &) &
Award Winning Pipette Design
A perfect combination of performance and ergonomics

No pounding needed for “click” tip loading Less fatigue and strain with ergonomic low arm and natural wrist position Electronics with programmable
plus no-force spring loaded tip ejection multi-dispense, mixing, and more
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2 Geneva Road Brewster, New York 10509 (914) 244-6226 www.vistalab.com -6



MLA Precision
+ Fixed Volume pipettes
- Single-stroke “to deliver” operation
- Low force plunger

Product # V1F>Iuenc1’e Color
101 Sul silver
1021 10 ul orange
noz2 15l silver
1022 20 pl black
1023 25uL white
103 30l silver
104 40 uL silver
1024 50 L green
106 60 ul silver
no7 70 pl silver
o8 75l silver
109 80 uL silver
mo 90 uL silver
1025 100 ul blue
nn 120 pl silver
m2 150 pl silver
1026 200 L red

1026LT 200 pl red
Large Tip
1027 250 pl purple
1028 300 pL brown
ms 400 pL silver
me 450 pL silver
1029 500 L yellow
ms 600 pL silver
1505 700 pl silver
m7 800 ul silver
ms 900 pl silver
1030 1000 pL gray

MLA | Pipettes

A Laboratory Tradition for Over 4 Decades
Proven performance and durability you can depend on.
Made of engineered aluminum alloy and stainless steel

with a limited Lifetime Warranty.

MLA Micro D-Tipper

MLA D-Tipper

- Fixed Volume pipettes

- Single-stroke “to deliver” operation
- Low force plunger

- Built-in tip ejector

- Glove guard

ixed

Product # Vol Color
OEM - Fixed Volume pipettes QLTS
- Two-stroke operation with overblow
| Want to customize with your - Low force plunger naic Sub silver
company name or logo? We can - Built-in tip ejector
customize any MLA pipette to 1051 1Ont orange
meet your specifications. Product # ed & 1142C 15l silver
Volume
il 1052C 20 ul black
= 1802 2uL red
. 1053C 25ul white
1803 3ul gray
§ n43c 30uL silver
1804 4l white
N44C 40 L silver
1805 SuL silver
- 1054C 50 ub green
f 1806 6uL green
1: Nn46C 60 pl silver
- 1807 7ul purple
i MLA Digital n47c 70 uL silver
- Adjustable Volume pipettes 1808 8uL black T48C 750l |
- Single-stroke “to deliver” operation 1809 9uL blue L stiver
- Low force plunger K 149C 80 uL silver
+ Built-in tip ejector 1810 10 uL orange
« Precise “click-stop” volume adjust 1150C 90 uL silver
y  Variable 1055C 100 ul blue
Volume
36 10-50 uL nsic 120 L silver
-50 1 green
MLA Macro Volume Tns2¢ 150 uL. silver
n37 50-200 pL red - Fixed Volume pipettes
] - Single-stroke “to deliver" operation 1056C 200 uL red
138 200-1000 uL | gray - Low force plunger
1056CLT 200 uL red
ed Large Tip
| Product # Vol Colol
e 1057C 250 ul purple
X it} 1065 1mL gray 1058C | 300 ul brown
MLA D-Tipper Selectable ‘15 1066 | 2mL | red
3 volumes incorporated in a single e3¢ 400k silver
D-Tipper pipette | 1067 3mL | green ns4C 450 pl silver
HH
Product# Set Volumes Color L 1068 4mL white 1059C 500 ul_ vellow
n32 50,100,200 uL | silver 1069 5mL yellow 1159C 600 ul silver
1076 6mL red ne2C 700 pl silver
1077 7mL red T57C 750 pl silver
HE MLA Macro Selectable 1078 8mL red T160C 800 pL silver
., -4volumes incorporated in a single
3 Macro Volume pipette 1079 9mL red Te3C 900 ul silver
Product# Set Volumes Color 1070 10mL red 1060¢ 1000wt gray




\/istaLab

TECHNOLOGIES

Reagent Reservoirs

- Proprietary surface treatment for lowest residual reagent/highest reagent recovery
- Trough-within-a-trough design to recover the “last few drops”

- Pour-off spouts at every corner

- A wider base for stability

- Molded-in volume graduations

- Free of animal products

Product #

25 mL

Divided 50 mL 100 mL

Description 10 mL 25 mL

Bulk, 100/case

. 4054-1012 4054-1002 4054-1004 4054-1006 4054-1000
Non-sterile

Bulk,100/case ) 30541012 | 30541002 | 3054-1004 | 30541006 | 3054-1000
Sterile, non-pyrogenic, RNase/DNase free

Bulk, 200/case

Sterile, non-pyrogenic, RNase/DNase free 3054-2012 3054-2002 3054-2006 3054-2000

Individually wrapped, 50/case

Sterile, non-pyrogenic, RNase/DNase free 3054-1013 3054-1003 3054-1005 3054-1007 3054-1001

Individually wrapped, 100/case

Sterile, non-pyrogenic, RNase/DNase free 3054-2013 3054-2003 3054-2007 3054-2001
Reservoir Lid, Bulk, 100/case
Sterile, non-pyrogenic, RNase/DNase free 3054-3000
Reservoir Cooler for 100 mL reservoir 3054-5000
12-channel Reservoirs
- with Lid Bulk, 10/case, Non-sterile 4054-1010 &
- Polypropylene Bulk, 25/case, Non-sterile 4054-1011 =
- Autoclavable Individually wrapped, 10/case, Sterile  3054-1010

Individually wrapped, 25/case, Sterile  3054-1011

Download white paper - Nesenyqjr, o
“Reducing Reagent Waste N o
in Multichannel Reservoirs”

visit www.vistalab.com/reservoi
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TECHNOLOGIES

Pipette Tips

Find your pipette model and size in chart and appropriate tip size at the top of the column

A Large Tips
Pipette Model 1250 pL
Ovation ESC, 0520 uL 2-125 @ | 25- 850 L @
E8 & ET2 : s 5.250uL @ | 25-1250 .. @
02-2u. @
Ovation QS 10-100 L @
1-10 oL 100 - 1000 pL
&M @ 20-200 uL @ @
2-20 L
Ovation F1& F2 1to 20 L 21t0 200 pL 20110 1000 L
Ovation Macro5 & Macrol0 100 L - 5 mL @) 200 uL-10 mL @
All MLA models n/a 2 to 200uL 20110 1000 pL 1mLto 5 mL 6 mL to 10 mL

Product #

L =2 g

VistaRak Micro Tips

25 L

Small Tips
250 L

Large Tips
1250 puL

Description

VistaRak™

192 tips/rack, 5 racks 4060-1002 4060-2004 4060-3004

VistaRak, Low Retention

192 tipsfrack, 5 racks 4070-1002LR 4070-2004LR 4070-3004LR

I

VistaStak™

192 tips/rack, 5 racks

5 layers for Small tips or

3 layers for Micro & Large tips

4060-9024 4060-9025 4060-9026

Stacked Rack

200 tips/layer

5 layers for Small tips
3 layers for Large tips

9025 9026

Stacked Rack

Trace Metal Certified 200 tips/layer
5 layers for Small tips

3 layers for Large tips

9022! 9023

VistaBulk™
1000 tips/bag

sdi] 3|1493S-UON

4058-1000 4058-2000 4058-3000

Protectainer™ Bulk Pack
1000 Small tips or 4025 4026
750 Large tips

VistaBulk

Note: 1. Not for use with Ovation Multichannel pipettes.

visit www.vistalab.c ips for additional product information




Sterile

Sterile Filtered

Macro Volume Tips

Product #

Large Tips
1250 uL

Small Tips
250 L

Micro Tips
25 uL

Description

VistaRak, Sterile
Certified RNase/DNase free, non-pyrogenic
192 tips/rack, 5 racks

4060-1032 4060-2132 4060-3132

VistaRak, Sterile , Low Retention
Certified RNase/DNase free, non-pyrogenic
192 tips/rack, 5 racks

4070-1032LR 4070-2132LR | 4070-3132LR

VistaTip™ , Individually wrapped, Sterile

200 tips 2025 2026

VistaTip, Individually wrapped, Sterile
Certified RNase/DNase free, non-pyrogenic 2027

200 tips
Product #

Small Tips LargeTips

2028

1250 L
VistaRak, Sterile, Filtered 4060-13322
Certified RNase/DNase free, non-pyrogenic a0 4060-2332 4060-3332
192 tips/rack, 5 racks 4060-1333

VistaRak, Sterile , Filtered, Low Retention
Certified RNase/DNase free, non-pyrogenic
192 tips/rack, 5 racks

Notes: 2. Not for use with Ovation QS or Ovation M 2 uL or Ovation F21uL or 2 uL. 3. All 5 mL macro tips are
graduated at 0.1 mL increments. 1 2 uL tips for Ovation 1 uL and 2 pL pipettes

4070-1332LR?

4070-2332LR
4070-1333LR"

4070-3332LR

Product #

Macro Tips
10 mL

Macro Tips
5mL

Description

Box, Non-Sterile
100 tips/box for 5 mL
35 tips/box for 10 mL

9048

9050

VistaClear™ Box, Non-Sterile

35 tips/box 4058-6100

VistaBulk, Non-Sterile
250 tips/bag for 5 mL
100 tips/bag for 10 mL

4058-5000 4058-6000

VistaClear Box, Sterile

Certified RNase/DNase free, non-pyrogenic
60 tips/box for 5 mL

35 tips/box for 10 mL

4058-5102 4058-6102

VistaClear Box, Sterile, Filtered

Certified RNase/DNase free, non-pyrogenic
60 tips/box for 5 mL

35 tips/box for 10 mL

4058-5133 4058-6133

VistaTip, Individually wrapped, Sterile, Filtered
Certified RNase/DNase free, non-pyrogenic
50 tips

4058-5332 4058-6332

Geneva Road Brewster, New York 10509 (914) 244-6226

www.vistalab.c:
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VistaTip
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SML PIPETTE TiPs
(it

— VistaClear Box

(Macro tips)
9
10mL PipETTE Tips r
The PERFECT fitfor., . I
oy
Box e
(Macro tips)
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TECHNOLOGIES
Think Differently. Feel Better.

Ergonomics

Ergonomics is a science, not a slogan

At VistaLab Technologies, we take the science of ergonomics quite seriously. We've spent years working with ergonomic experts to study the
physiological dynamic of pipetting and the root causes behind injury to design products to help you do your research and feel better doing it.
Our products may look different. There is good reason for that.

Designing products for your health so you can focus on the science.

Visit our blog and join our mailing list to stay informed of product news and updates.
i
i

Some of the articles and tech reports you'll find:
IDENTIFYING PIPETTE DESIGN FACTORS TO REDUCE ERGONOMIC RISK
ERGONOMICS IS A SCIENCE NOT A SLOGAN
PIPETTE FORCES - FACTS AND FICTION
WHICH TYPE OF PIPETTE USER ARE YOU?

A BETTER WAY TO PIPETTE
WHERE THERE IS WOBBLE, THERE IS DRIP
ERGONOMICS + DURABILITY = OVATION ‘M’

VISTALAB TECHNOLOGIES, INC
CORPORATE HEADQUARTERS
2 Geneva Road
Brewster, New York 10509

Main: (914) 244-6226 Customer Service: (914) 244-6226
Fax: (914) 279-4620 Tech Support: (914) 244-4068

©2020 VistaLab Technologies, Inc. Lit. #374082 Rev E




